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POV701-Series

POV701-Series Pneumatic Two-Way Valve

Used as a pneumatic on-off valve to control gas or liquid flow in
industrial equipment. CF8 valve body with optional NBR or PTFE
seals. NBR suits general media, water & oil with good sealing

but poor chemical resistance; PTFE delivers better chemical
resistance for corrosive fluids and is preferred for vacuum service
to reduce leakage. Direct-acting, simple structure, fast response
and high reliability. Suitable for rough vacuum down to -0.9 bar (g),
negative pressure and zero-pressure conditions. Widely used in
industrial automation fluid control systems.

Sizes

*  DN151/2"inch

*  DN20 3/4" inch

*  DN25 1"inch

*  DN32 1-1/4" inch
*  DN40 1-1/2" inch
*  DN50 2" inch

Features

« Standard double-acting actuation. Optional single-acting
spring return versions: air to open (opens upon air supply,
closes automatically by spring force when air pressure fails)
and air to close (closes upon air supply, opens automatically
by spring force when air pressure fails).

»  Simple direct-acting structure with fast response.

«  High reliability for continuous operation.

»  Suitable for vacuum, negative pressure and zero-pressure
working environments.

Materials

Component
Valve body
Cylinder
Oil seal NBR

Graphical Symbol

SH H

Material Options
CF8

Aluminum alloy

PTFE
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Specification
Model POV701-15 POV701-20 POV701-25 POV701-32 POV701-40 POV701-50
Connection type Female BSPP (G)
Action type Direct acting
Valve port & position 2/2-way
Flow bore 16mm 20mm 25mm 35mm 40mm 50mm
Kv (m3/h) 4.15 6.57 10.38 20.76 25.09 41.52
Cv (US gpm) 4.8 7.6 12 24 29 48
Port size G1/2" G3/4" G1" G1-1/4" G1-1/2" G2"
Operation fluid viscosity Below 20 cSt
Nominal pressure PN10 (10 bar)
Operating pressure range 0.9~ 7 bar
Vacuum rating Suitable for rough vacuum down to -0.9 bar (g)
Applicable media Water, gas, oil and other fluids
NBR:-5~80°C
Operating temperature
PTFE:-5~150 °C
Actuation type Pneumatic
Double acting (DA)
Control type Single acting (SR), air to open (ATO)
Single acting (SR), air to close (ATC)
Air supply pressure 3~ 6 bar
for control
Control port size 2 x M5 2 x M5 2xG1/8" 2 xG1/4" 2 x G1/4" 2 xG1/4"
Actuator model 20 20 32 50 50 63
Country of origin China
HS Code 8481202090
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POV701-Series Vacuum Pneumatic Valve
Part Number Key

Example: POV701-15-10SP-DA

Series
POV701
Size
1/2" inch
3/4" inch
1" inch
1-1/4" inch
1-1/2" inch
2" inch
PN
PN10

Body Material

Brass
CF8

Seal Material

NBR
PTFE

Control Type
Double Acting

Air to Open
Air to Close

Code
POV701
Code
15
20
25
32
40
50
Code

Series

.

A

A

A

Part Number Key
. Body Seal Control
Size PN Material Material Type
POv701 - 15 - 10 S P - DA

A

A

Web: bllyco.com

WhatsApp : (+852) 9044-5535

E-Mail : info@bllyco.com



POV701-Series

The Right Valve Solution

Dimensions
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Model A B C D E F
POV701-15 63.5 84 54.5 75 M5 G1/2"
POV701-20 67 88.5 56 95 M5 G3/4"
POV701-25 88 96.5 76.5 95 G1/8" G1"
POV701-32 113 118 88 97 G1/4" G1-1/4"
POV701-40 112 128.5 92 116 G1/4" G1-1/2"
POV701-50 135 145 92 114 G1/4" G2"
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Notes
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Limited Warranty

BLLYCO (Bolaikong Technology (Wuxi) Co., Ltd.) warrants the products described herein to be free from defects
in material and workmanship under normal use and service conditions for a period of one (1) year from the date of
shipment.

BLLYCO'’s sole obligation under this warranty is limited to repairing or replacing the defective product, at BLLYCO’s
discretion, after inspection confirms the defect. A prerequisite for this warranty obligation is that the defective product
must be returned to BLLYCO for inspection within three (3) months after the defect is discovered. Parts and labor for
such repair or replacement of confirmed defective products shall be provided free of charge.

This warranty does NOT apply to any of the following cases:

(a) Components or products not manufactured by BLLYCO;

(b) Products damaged due to abuse, negligence, accident, or misapplication;

(c) Products modified, disassembled or repaired by parties other than BLLYCO or its authorized service providers;
(d) Routine maintenance work and replacement of consumable / wearing parts.

No legal claim for alleged breach of this warranty may be filed against BLLYCO unless such action is commenced
within one (1) year from the date the cause of action arises.

Limits of Liability

This brochure is intended as a product offering. It is not intended to be a user or technical manual. Information in this brochure is
subject to change without notice. All users and distributors should contact BLLYCO with questions of use, compatibilities, coupling
procedures, and life of product.

A Safety A

Safety logos, which appear throughout our catalog, are used as a reminder that the user should carefully review for the
appropriateness of the product for the media, application, and environment in which it will be used.

NOTE: Product selection and installation shall be performed by qualified personnel. The user is responsible for
verifying product suitability for process medium, pressure, temperature and service conditions. Improper selection,
installation or operation may cause equipment damage or personal injury.

Trademark

BLLYCO is a registered trademark of Bolaikong Technology (Wuxi) Co., Ltd.

All other trademarks appearing in this illustrated product list are the property of their respective owners.
Copyright
Copyright © 2026 by Bolaikong Technology (Wuxi) Co., Ltd. All rights reserved.

This book is copyrighted material. Use, reproduction or copying of it by anyone other than BLLYCO" is strictly forbidden
without its express written consent.

NOTE: Reasonable care has been taken in preparing this catalog. Bolaikong Technology (Wuxi) Co., Ltd.
reserves the right to make corrections.
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BLLYCO Tech.

E120.33 N31.56 Tangnan Mart,
Xinwu Dist., Wuxi 214026
WhatsApp: (+852) 9044-5535
Email: info@bllyco.com
bllyco.com

We supply full export documents including CO, FORM E and FORM A.

Embassy legalization service is available for hassle-free customs clearance.

BLLYCO Tech. is a sourcing and trading company.
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Products are manufactured by qualified factories in China.




